SAMSUNG DIGIToi 

everyone's invited. 



SC™ L860 

Hi8 Camcorder 




Compact in size and easy to operate Samsung 
camcorders provide a top quality video image 
that is virtually unaffected by hand movements 
during recording (Digital Image Stabilization). 
The SC-L860 offers unique attractive function- 
ality like Easy-Q which lets you easily set your 
camcorder on preset standard shooting mode. 
The SC-L860 also has special features includ- 
ing, backlight compensation and the flexibility 
of its snapshot mode. 



22x Optical, 880x Digital Zoom 
Digital Image Stabilization 
270K Pixels CCD 

World Wide AV Output (NTSC, PAL) 
Built-in Light 
Backlight Compensation 
PIP, Snap Shot 
Remote Control 
External Mic Jack 
B&W View Finder 
Easy Q 



SC-L860 

Hi8 Camcorder 



CAMERA FEATURES 

Digital Image Stabilization minimizes 
unwanted picture shaking caused by hand 
movement during recording. 

2.5" TFT Active-Matrix LCD Monitor: 

TFT active-matrix technology assures the 
finest, brightest picture available. It rotates 210 
degrees for multi-angle shooting, self-recording 
and playback. 

Back Light Compensation (BLC): 

insures proper light balance of entire scene by 
digitally adjusting iris to an optimum level. The 
BLC function eliminates the effect of an over 
exposed background. 

Auto/Manual Focus adds more ability for 
you to control the focus of the scene 

22x Optical; 880x Variable Speed 
Digital Power Zoom provides incredible 
zooming ability. Variable speed control is 
activated by automatic sensing of the amount 
of pressure applied to the zoom tab. 

PIP (Picture-ln-Picture): The PIP screen 
displays original picture while using optical and 
digital zoom. It helps you recognize what is the 
subject of high magnification digital zoom 

10 Digital Special Effects: Sepia, B/W, 
Nega, Mirror, Art, Mosaic, Wide, Cinema 

STILL SHOTS/SNAPSHOTS 

Snapshot Mode freezes the viewfinder 
image and then records it for 6 seconds on the 
video tape 



CONVENIENCE 

Remote Control 

External Microphone 

Worldwide AC Adapter (100V-240V, 
50/60Hz) enables camcorder operation and 
battery recharging anywhere in the world. 

Worldwide Multi-System Output offers 
both NTSC and PAL outputs. This enables you 
to plug your camcorder into almost any TV for 
viewing while vacationing in other countries. 

Easy-Q Button guarantees uniformly excel- 
lent shots for the user under any conditions. For 
Easy Mode, you press the Easy-Q button. From 
there, everything is set. 

Custom-Q Button makes it possible for 
professional users to program their favorite 
settings, adaptable to any condition. You press 
the Custom-Q button, and your favorite mode 
setting is set. 

Video Light provides additional lighting in 
poorly lit situations. 

SPECIFICATIONS 

Format: Hi8 NTSC video recording, NTSC PAL 
playback 

Imaging Device: 270,000 pixels CCD 
Minimum Visible Illumination: 0.3 lux 
Lens: 22x optical zoom, 4 step variable 
Shutter Speed: 1/60 - 1/10,000 second 
Monitor: 1 12k pixel 2.5: TFT active matrix LCD 
Viewfinder: B/W 



SUPPLIED ACCESSORIES 

AC Adaptor, AC Cord, Lithium-ion Battery, 
Lithium Cell (for clock), Lithium Cell (for remote), 
AV Cable, Shoulder Strap, Remote Control, 
Instruction Book 

NET DIMENSIONS AND 
WEIGHT (WxHxD) 

Dimensions: 4" x 4 Vie" x 678" 

Net Weight: VU lbs. 

SHIPPING DIMENSIONS 
(WxHxD) 

Shipping Dimensions: 6 /2" x 87ie" x 9 ,3 /i6" 
Shipping weight: 4 /4 lbs. 

ORDER CODE 

SC-L860/XAA 

UPC 

036725308602 

Design and specifications are subject to change with- 
out notice. Non-metric weights and measurements are 
approximate. All brand, product, service names and 
logos are Trademarks of their respective manufacturers 
and companies. 
503-SS Printed in USA 
© 2003 Samsung Electronics America, Inc. 



Power Consumption: 5.9W 



